Lotstation Konische Bevel 60 Watt Lotkolben Elektrische Lotung

Produktbeschreibung:

Jeder Typ kann 10 Stuck oder jedes Stiick enthalten.
Wir haben 13 Lotkolben fur Sie zur Auswahl.
Bleifrei und umweltfreundlich.
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PRODUCT DETAILS
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Type D

Features: Welded with the front part of the head

Application: suitable for the need for more than
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% the amount of welding, such as: welding area,
thick terminals, welding large welding environment.
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Type C

Features: The tip of the iron tip of the
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inclined part of the welding, suitable for the need

for more than the amount of welding

Application: suitable for the need for more than
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the amount of welding, such as: welding area,

thick terminals, welding large welding environment.
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Type SK-K

Features: Are multi-purpose
Applicable to SOJ, PLCC, SOP, QFP

Type IS--B

Features: Bent / round
Application: Applicable to fine welding,

the case of small space
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PRODUCT PHOTOGRAPH




PRODUCT PACKAGING

WEIGHT:63.7G
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International Brand
USER NOTES

1. The new ison tip before use must be on
the tinSe that aveid exidstion, rust
a=d pon-wick tin,

. Wigally welding, the lemperatare
adjestment in the 250-330°C Special
wekdimg, such av welding thickd and 5o
on, need io increase the teaspetatare of
welding, Flease note that immediately
djustment back 230+ 350 degrocs aftcr
welding. Oherwise, il exsy o damage
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<lean 1he irom tp in 1ke wel spomge.
Thas put the isen tip oa the Gn. So thiv
s ot asy 1o make the iroa fip Black
and Longer used life.

4, BEST is first gold-plased iroa tip in
China. Through the national teating 1o
prove that from tip through the gold-
plated, surface onidation is more than
five times the traditional ifom tip and
wizd life is ten times more than
domestic iran taps,
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How to choose theright Iron tip
v

The correct choice of the size and shape of the tip isvery important, the appropriate tip can make the work more efficient and
increasethe durability of the tip. The size of the tip and the heat capacity are directly related to the continuous welding, the use
ofthe larger tip, the smaller the temperature drop. In addition, because the large soldering iron head heat capacity is higher, the
relative use of welding can be relatively low temperature, the tip is not easy to oxidation, the relative extension of the service life.

In general, the choice of the size of the tip does not affect the adjacent components as the standard. Choose to be able to fully
contact with the welding geometric size, can improve the welding efficiency.

1,typel(painted)

Features: tiptiptip;

Application: suitable for fine welding, orwelding space is small, you can also medify the solder chip generated when the tin bridge.
2,type B (conical)

Features: B-typeiron head without direction, the tip of the tip can be welded;

Application: suitable for general welding, regardless of the size of the salder joints, can use the Btype tip.

3,Dtype (oneword approved Tsui shaped)

Features: welding part of the approved part;

Application: suitable for the neaed for more than the amount of welding, such as welding area, thick terminals, welding pad welding
environment.

4, Ctype (horseshoe-shaped)

Features: with the tip of thetip of the tip of the welding, suitable for the need for more than the amount of welding;

Application: C-typetip application range and D-type soldering head similar to, such as welding area, thick terminals, welding large
applicable.

5, K-type (knife-shaped)

Features: the use of blade-shaped part of the welding, vertical or pullwelding can be welded, are multi-purposetip;

Application: Applicable to SOJ, PLCC, SOP, QFP, power supply, grounding part of the components, to amend the tin bridge,
connectors and other welding,



