Descripcion del producto

1 La alfombrilla agrega una regla de escala incorporada (0 ~ 36 cm), 124 tornillos de posicién y 3
cajas de piezas con tapa, 18 muescas para facilitar el trabajo.

2 Estd fabricado en silicona de alta calidad.

3 El tapete tiene un excelente rendimiento de aislamiento térmico, el soldador puede soldar
directamente en el tapete.

4 Disefo antideslizante y antiestatico, tanto en la superficie como en la parte posterior estan
adoptando el disefo antideslizante.

5 Es un producto ideal para el montaje de componentes electronicos de soldadura o la reparacion de
circuitos electrénicos y placas de circuitos.

HIGH TEMPERATURE RESISTANT SILICA GEL

WORKING PAD

Soft silicone Magnet adsorption anti-static



W/ Product Usage A

MATERIAL Soft silicone

BRAND BESTOOL

PRODUCT NAME | Working Pad

SIZE 480mm X 318mm
Magnetic adsorption
TYPE Heat resistance
anti-static
VY CHARACTERISTICS

This product is used for IC products repairing (suitable for some models). It is made

of high-quality silicone insulation for high temperature resistance. With 4.0mm thick-
ness,it has several card slots for placing various tools. The storage groove has mag-
netic adsorption, where small screws can be placed to prevent loss.



I/ PRobucT INFORVATION AR

HIGH QUALITY SILICA GEL

GOOD PRODUCTS ARE MORE THAN JUST

EXCELLENT CRAFTSMANSHIP,
BUT THE REAL CORE IS

SELECTION OF EXQUISITE MATERIALS.

it iIs designed for placing motherboard,

very stable to hold the motherboard, makes the operation more convenient.




Magnetic adsorption
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¥/ PRODUCT SIZE

318MM




Thin to 4.00mm

It can resist 500°C Is[iREINIEIEIUIEE
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