Description du produit

Résistance a haute température de 500 ° C.

Emplacements des trous sévéeres pour le réglage des vis, des puces IC et des
petites pieces.

Regle d'échelle intégrée (0 ~ 36 cm) sur la section inférieure.

Facilitez vos travaux de réparation.

Un bon partenaire pour le pistolet a air chaud.

Seule une petite section est magnétique (marquée sur le patin) et peut étre
utilisée pour maintenir fermement les vis.

Emplacements des trous séveres pour le réglage des vis, des puces IC et des
petites pieces.

Il est un peu magnétique, pas tres puissant.
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HIGH TEMPERATURE RESISTANT SILICA GEL



B/ Product Usage Ay

Model BST-130B
Weight 25g

Package dimensions | 350mm*250mm
product type Work mat

Batch material Silica gel

V CHARACTERISTICS

This product is used for IC products repairing (suitable for some models). It is made
of high-quality silicone insulation for high temperature resistance. With 4.0mm thick-
ness,it has several card slots for placing various tools. The storage groove has mag-

netic adsorption, where small screws can be placed to prevent loss.




I/ PRODUCT INFORVATION A

HIGH QUALITY SILICA GEL

SOFTNESS AND HIGH ELASTICITY




it is designed for placing motherboard,

very stable to hold the motherboard, makes the operation more convenient.

Magnetic adsorption Heat resistance
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§/ PRODUCT SIZE AR
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350MM




Thin to 4.00mm

It can resist 500°C ilelaREI I =1L




