Features LR pmom s s s a o m am u mam

1. Xopowasa npon3sBoANTENbLHOCTb TenJsa

2. lMNanka pa3Mep HaKOHEeYHNKa 04eHb TOYHbIM

3. CBMHLA, 0n10Ba Bo3bMuTe soomthly, nanku cpok cnyxbel 6onee 70000 Touek

4. Hafe)XxHoe KayeCTBO NOATBEPKAAETCH BHELIHEM PbIHKE B €BPONENCKUX, aMEPUKAHCKUX,
A3nn, bavxxHero BocToka 1 AQpUKN.

Speci fication SN

MaTtepuanMepnb, Xeneso, HAKeJIb U XPOM
Mopgenu: 900M-TB 900M-T-0.8D 900M-T-1.2D 900M-T-1.6D 900M-T-2.4D 900M-T1C,900M-

T-2C 900M-T-3C 900M-T-4C 900M-TK 900M-T-IS 900M-TI



Welding head 900M-T-SK
R~: EX WEeid 73.59

Copper, iron, nickel and chromium

Oxygen-free copper material imported raw materials, thermal fast

Up and down the tin and smooth, stable performance after welding
joints smooth, uniform

Take the tin and smooth, life over 70,000 solder joints

Overall use of special machinery and production process, the precise size

Electroplating using advanced nanotechnology, with superior

corrosion, oxidation resistance




41mm

15mm
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Silver

Silver







