BBeneHne NpoayKTOB:

» 1. NMpodeccnoHanbHbIN OTBEPTOK AJ18 3NEKTPOHHbLIX YCTPONCTB CBA3M

e 2. 33 WITYK B 04HON HabopoB MOXKET AOCTUraTh Bale TpeboBaHme ana nboro
YCTPOWCTBA Bbl XOTUTE, YTOObI PEMOHT

» 3. O6cnyxmeaHne OEM npuBeTCTBYETCS

e 4, Haw 3aBof MOXXeT NpoM3BOANTL CBON BpeHa n caenatb BaM COBCTBEHHbI
AV3anH

e 5. bbICTpada focTaBKa 1 NPOM3BOACTBO BpeMS

WET =P Dual-drive Screwdriver Set m BST-2028G

Brand: =5 33PCs

[VEFIE T With magnetic Material: K13
et 122%75%32mm Weight: [P2IL5

R=EV0( (I8 Dual-drive ratchet, easy commutation, easy to operate

S=EVU[(=¥H) Practical PP material handle, ergonomic design, comfortable to hold

LEVUCXEY Zinc alloy ratchet, CRV steel bits, durable and longer life

V(=8N Fast ratchet design, efficient and time-saving, easy disassembly, with

aluminum rod and spring rod, can be used under special working environment
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Directions

PP material handle

«1ZD

Flexible spring rod Magnetic interface
poa— QF
The screwdriver bits can directly access. —

Clip interface
Aluminum alloy rod

Put the rod into the interface, == Dual-drive ratchet
and then loaded on the bits.
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